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	+ Simple support profile installation thanks to  
pre-assembled quick-fit adapter

	+ Includes pre-assembled EPDM rubber

	+ Support profile installation possible in a single layer and in a cross-bond

	+ Module alignment horizontal and vertical

Your big plus

Application: Corrugated eternit roof, corrugated sheet metal roof, bitumen roof

Roof pitch: 10°-60°

Connection: Hanger bolts, solar fasteners

Mounting: Roof parallel

Distance from roof edge: Roof areas F and G can be used in accordance with EN 1991-1-4

Module orientation: Horizontal and vertical

Module dimensions: Any length and width

Max. Module field size: 12 metres in rail direction

Max. Snow/wind loads: are determined on a project-specific basis using the Alumero.Pro.Tool online 
software

Max. Building height: 25 metres (higher on request)

Roof condition: The static load-bearing capacity of the roof structure and the building support 
structure must be ensured on site

Materials: Load-bearing components made of aluminium EN AW 6063 T66; stainless 
steel V2A; small parts made of stainless steel A2-70; EPDM
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Hanger bolt 2.1 Solar fastener 2.1 Sectional drawing

Technical drawings



Project planning
in 8 steps

1

2

3

4

5

6

7

8

Master data

Roof data

Roof measurement

PV modules

Structure

CAD diagram

Structural design

Material list

ALUMERO Solar.Pro.Tool

We give our customers the possibility of creating technical, project-

related system designs incl. static calculation and project reports

using our online software ALUMERO Solar.Pro.Tool.

ALUMERO Systematic Solutions GmbH 

Sonnenweg 1-2 | 5162 Seeham - Österreich 

T +436217 / 68 41 - 0 

alumero@alumero.at | www.alumero.at 



Hanger bolt 2.1

Stockschraube 2.1

Produktnummer/Product No.:  
M10 × 200: 802403
M12 × 250: 802410
M12 × 300: 802404

Solar fastener 2.1

Solarbefestiger 2.1

Produktnummer/Product No.:  
8,0 × 80 / 70: 802458
8,0 × 100 / 70: 802459
8,0 × 125 / 70: 802457

Profile connector 37

Profilverbinder 37

Produktnummer/Product No.: 802155

Profile connector 45

Profilverbinder 45

Produktnummer/Product No.: 802150

Profile connector 65

Profilverbinder 65

Produktnummer/Product No.: 802152

End clamp Click

Abschlussklemme Click

Produktnummer/Product No.:  
Blank/sheer: 802304C P1 30-42
Schwarz/black: 802304C P1 30-42

Cross connector 2.1

Kreuzverbinder 2.1

Produktnummer/Product No.: 802200

Carrier profile TP 37

Trägerprofil TP 37

Produktnummer/Product No.:  
802105-36/48/6

Carrier profile TPS 37 black

Trägerprofil TP 37 schwarz

Produktnummer/Product No.:  
802195-36/48/6

Carrier profile TP 45

Trägerprofil TP 45

Produktnummer/Product No.:  
802100-36/48/6

Carrier profile TPS 45 black

Trägerprofil TP 45 schwarz

Produktnummer/Product No.:  
802190-36/48/6

Carrier profile TP 65

Trägerprofil TP 65

Produktnummer/Product No.:  
802102-6

Cover strip black 37

Abdeckleiste schwarz 37

Produktnummer/Product No.: 802611

Cover strip black 45

Abdeckleiste schwarz 45

Produktnummer/Product No.: 802612

End cap 37 / 45

Endkappe 37 / 45

Produktnummer/Product No.: 802601

End cap 65

Endkappe 65

Produktnummer/Product No.: 802609

Middle clamp Click 2.1

Mittelklemme Click 2.1

Produktnummer/Product No.:  
Blank/sheer: 802301C P1 30-45
Schwarz/black: 802391C P1 30-45

System components
You can find further articles in our product catalogue  
or on our website: www.alumerogroup.eu


